
Description du produit  
Silplus AS est un mastic silicone acétique qui polymérise au contact 
de l’humidité pour former un joint élastique qui a des applications 
spéciales en vitrage, scellement et assemblage et des propriétés 
de lissage améliorées. Silplus AS n’est pas affecté par les hautes et 
basses températures et ses propriétés physiques lui confèrent une 
excellente durabilité et une grande performance. La résistance au 
vieillissement et aux UV est excellente, ce qui est très important en 
application vitrage ou la plupart des produits organiques échouent. 
Silplus AS a une excellente adhérence sur les supports non poreux 
comme le verre, les céramiques, les métaux et surface couchées. Sur 
certaines surfaces il est recommandé d’utiliser un primaire. Silplus AS 
est spécialement adapté pour les applications Sanitaires. 

Characteristiques du produit 
• Résistance aux UV
• Excellente résistance
• Non affecté par hautes ou basses températures
• Résistant aux intempéries
• Resistant aux moisissures

Principales Applications 
•	Vitrage
• Construction
• Scellement de joints
• Collage
• Assemblage
• Baignoire et cuisine

Adherence 
Silplus AS a une très bonne adhérence sur le verre, les surfaces 
vitrées, certains plastiques et revêtements de surface.
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Les surfaces doivent être propres secs et dépourvues d’huile; graisse, poussière et autres contaminations.  
Il n’est pas recommandé d’utiliser de détergent, de savon et d’eau de traitement. Les surfaces doivent être  
nettoyées avec de l’alcool, M.E.K. ou autre solvant approprié. La compatibilité du solvant avec le support  
adjacent devra être vérifiée au préalable.

Les Fiches de Données Sécurité sont disponibles sur demande auprès de Momentive Performance  
Materials. Le produit frais peut irriter les yeux, la peau et le système respiratoire. En cas de contact avec  
les yeux, rincer abondamment avec de l’eau et consulter un médecin. Eviter tout contact avec la bouche. 
Utiliser seulement dans des zones bien aérées. Tenir hors de portée des enfants.
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Propriétés générales
Cartouche disponible ml 310
Sachet disponible ml 600
Couleur disponible	  	 Sur demande
Système de polymérisation Acetoxy
Segment Performance Haute

Produit non polymérisé
Densité 1.00
Extrudabilité g/minute orifice 6 mm, pression 2 bar 350
Fluage mm ISO 7390 <2
Temps de lissage minutes à 23°C, 50 % RH 10
Temps de formation de peau minutes à 23°C, 50 % RH 30
Durée de vie mois 18
Température d’application (°C) +5 / +40

Produit polymérisé
Dureté (Shore A) Shore A DIN 53505 22
Polymérisation complète jours 1 - 5
Résistance à la traction MPa ASTM D 412 (die C) 1.5
Module - Résistance à 100% d’allongement MPa ASTM D 412 (die C) 0.5
Allongement à la rupture % ASTM D 412 (die C) >300
Module - Résistance à 100% d’allongement MPa ISO 8339 (support verre) 0.4
Résistance à la rupture MPa ISO 8339 (support verre) 0.5
Allongement à la rupture % ISO 8339 (support verre) 150
Tension de Pelage Kn/m ASTM C 794 1.5
Résistance à la température (°C) -40 / +150

Gamme De 
Produits 

Proprietes 
Types 

Instruction 
d’usage

Manipulation 
et Stockage 

1 Uniquement disponible dans un nombre limité de pays

INFORMATION Téléphone: 00.800.4321.1000 / +31 164 293 276	 Internet: www.momentive.com
Téléphone d’urgence: +44 (0) 208 762 8322		  E-Mail: cs-eur.silicones@momentive.com
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DISCLAIMER:  THE MATERIALS, PRODUCTS AND SERVICES OF MOMENTIVE PERFORMANCE MATERIALS INC., MOMENTIVE PERFORMANCE MATERIALS USA INC., MOMENTIVE PERFORMANCE MATERIALS ASIA PACIFIC PTE. LTD., MOMENTIVE PERFORMANCE MATERIALS 
WORLDWIDE INC., MOMENTIVE PERFORMANCE MATERIALS GmbH, MOMENTIVE PERFORMANCE MATERIALS SUISSE Sarl, THEIR SUBSIDIARIES AND AFFILIATES DOING BUSINESS IN LOCAL JURISDICTIONS (collectively “SUPPLIERS”), ARE SOLD BY THE RESPECTIVE LEGAL ENTITY 
OF THE SUPPLIER SUBJECT TO SUPPLIERS’ STANDARD CONDITIONS OF SALE, WHICH ARE INCLUDED IN THE APPLICABLE DISTRIBUTOR OR OTHER SALES AGREEMENT, PRINTED ON THE BACK OF ORDER ACKNOWLEDGMENTS AND INVOICES, AND AVAILABLE UPON REQUEST.  
ALTHOUGH ANY INFORMATION, RECOMMENDATIONS, OR ADVICE CONTAINED HEREIN IS GIVEN IN GOOD FAITH, SUPPLIERS MAKE NO WARRANTY OR GUARANTEE, EXPRESS OR IMPLIED,  (i) THAT THE RESULTS DESCRIBED HEREIN WILL BE OBTAINED UNDER END-USE CONDI-
TIONS, OR (ii) AS TO THE EFFECTIVENESS OR SAFETY OF ANY DESIGN INCORPORATING SUPPLIERS’ PRODUCTS, MATERIALS, SERVICES, RECOMMENDATIONS OR ADVICE. AFOREMENTIONED EXCLUSIONS OR LIMITATION OF LIABILITY ARE NOT APPLICABLE TO THE EXTENT 
THAT THE END-USE CONDITIONS AND/OR INCORPORATION CONDITIONS CORRESPOND TO THE RECOMMENDED CONDITIONS OF USE AND/OR OF INCORPORATION AS DESCRIBED BY SUPPLIER IN ITS PRODUCT DATA SHEET AND/OR PRODUCT SPECIFICATIONS. EXCEPT 
AS PROVIDED IN SUPPLIERS’ STANDARD CONDITIONS OF SALE, SUPPLIERS AND THEIR REPRESENTATIVES SHALL IN NO EVENT BE RESPONSIBLE FOR ANY LOSS RESULTING FROM ANY USE OF ITS MATERIALS, PRODUCTS OR SERVICES DESCRIBED HEREIN. 
Each user bears full responsibility for making its own determination as to the suitability of Suppliers’ materials, services, recommendations, or advice for its own particular use.  Each user must identify and perform all tests and analyses necessary to assure that its finished parts incorpo-
rating Suppliers’ products, materials, or services will be safe and suitable for use under end-use conditions.  Nothing in this or any other document, nor any oral recommendation or advice, shall be deemed to alter, vary, supersede, or waive any provision of Suppliers’ Standard Conditions 
of Sale or this Disclaimer, unless any such modification is specifically agreed to in a writing signed by Suppliers.  No statement contained herein concerning a possible or suggested use of any material, product, service or design is intended, or should be construed, to grant any license 
under any patent or other intellectual property right of Suppliers or any of its subsidiaries or affiliates covering such use or design, or as a recommendation for the use of such material, product, service or design in the infringement of any patent or other intellectual property right.
*1200, 1200 GC, 1200 HC, Silpruf, Pensil, Reflexsil, Silglaze and Silplus are trademarks of Momentive Performance Materials Inc. Huntersville, NC
*Multisil is a trademark of Momentive Performance Materials Inc. Huntersville, NC or one of its controlled affiliates.
Copyright 2007 Momentive Performance Materials, Inc. All rights reserved. 07/07 EU-60-197-00


